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PURPOSE  

A Total Maximum Daily Load (TMDL) has been established for the Hunting Creek 

watershed that includes Hooff’s Run for E. coli bacteria, which is found in both sanitary 

sewage and stormwater runoff.  The TMDL calls for sizable reductions in the volume of 

CSO discharged from CSO Outfalls 002, 003 and 004. 

 

The purpose of this Memorandum to Industry is to present the City’s CSS Management 

Policy related to development and redevelopment in the combined sewer area.  This 

policy has been developed to minimize the environmental impacts of CSOs on the 

receiving waters and to comply with the City’s VPDES permit effective August 23, 2013.  

This memo provides a path for developers to follow for projects located in the CSS area.  

The requirements related to development/redevelopment projects in the CSS are 

presented below. 

 

EXCEPTIONS  

The following exceptions only apply to the CSS Management Policy stated in this 

Memorandum to Industry.  All other requirements related to development/redevelopment 

shall be adhered to. 

1. Single family residence not part of a larger redevelopment project. 

2. Addition to an existing property that does not increase the amount of sanitary 

sewage generated.   

 

CSS MANAGEMENT POLICY REQUIREMENTS 

The goal of the Combined Sewer System Management Policy is to minimize the impact 

of combined sewer discharges to the environment.  All new development and/or 

redevelopment projects (not listed in Exceptions) shall be required to implement the 

Combined Sewer System Management Policy.  All applicants will be required to provide 

onsite separation and implement Option A when connection to a fully separate sewer 

system is available.  Options B and C will be available if separation is not available or 



 

 

feasible as determined by the Director of Transportation and Environmental Services 

(T&ES).  The requirements are as follows: 

 

Option A (preferred option): 

 All sanitary sewage and/or stormwater from the redevelopment site shall 

discharge to fully separated sewer systems (i.e. does not discharge to a combined 

sewer downstream) if such systems are available as determined by the Director of 

T&ES.  If the developer is able to separate additional offsite areas (either 

upstream or downstream from the project site), then a credit will be applied to the 

sewer connection fees for the number of offsite units (or non-residential 

equivalent) separated as determined by the Director of T&ES).  If this difference 

is greater than the sewer connection fee, then the sewer connection fee will be 

waived and no addition credit or payment will be provided by the City. 

 

Option B (if Option A is not achievable): 

 Retain 50 percent of the annual stormwater runoff generated from the 

development site onsite.  A number of alternatives may be implemented to meet 

this requirement including installation of green roofs, permeable pavement, and/or 

bioretention.  If soil conditions onsite renders this option technically infeasible, 

supporting documentation to the Director of T&ES must be provided. 

 

Option C (if Option A or B is not achievable): 

 Provide for offsite separation of sanitary and/or storm sewers to the satisfaction of 

the Director of T&ES.  The number of units (or non-residential equivalent) 

separated must be at least the same as the proposed development.  There may be 

multiple options for offsite sanitary sewer separation.  City Staff will work with 

the developer (or developer’s representative) to determine which option is most 

practicable; OR 

 Pay a contribution in lieu of offsite separation: 

 Contribution = Stormwater Fee + Sanitary Fee 

 Stormwater Fee = $200,000 x total parcel area in acres 



 

 

 Sanitary Fee = $1.50 x peak wastewater flow in gallons** 

**Peak wastewater flow calculated using flow factors from the 

Sanitary Sewer Adequate Outfall Memo to Industry No. 06-14 

  

It should be noted that the contributions do not apply to areas served by separate 

sanitary or stormwater systems.  For instance, if a redevelopment project is 

located in the CSS area where the sanitary sewage is connected to a combined 

sewer, but the stormwater has already been fully separated, then the applicant 

shall only be required to pay the sanitary fee. 

 

FOR ADDITIONAL INFORMATION 

If you have any questions about the CSS Management Policy, please contact Lalit 

Sharma, Division Chief, Stormwater and Sanitary Division, T&ES at 703-746-4065. 

 

Attachments: Figure 1. Map of Combined Sewer System 

 







warranted and as determined by T&ES staff) and addressed to the satisfaction of the Director 

of T&ES: 

1. Applicants for development/redevelopment shall provide adequate sanitary sewer 

outfall analysis, as generally described below, sufficient to determine existing and 

future flows in the City-owned sewers that are served by the 

development/redevelopment project. The sanitary sewer adequate outfall analysis 

shall be completed up to a trunk sewer downstream with a minimum diameter of 24-

inches or to a point as directed by T&ES staff. 

2. The applicant shall provide an estimate of the average day and peak wastewater flow 

discharged upstream and downstream of the development site under existing 

conditions and the contribution of sanitary flow from the proposed development site 

using the factors described below. 

a. Average  des ign  f lows * :  

i. Single Family Home/Townhouse  350 gpd/unit 

ii. Multi-Family (Condominium, Apartment)  300 gpd/unit 

iii. Office / Retail                                         200 gpd/1000 sqft 

iv. Hotel                                                           130 gpd/room 

* The average day design flows include the infiltration and inflow (I/I) contribution. 

For any other type of development not covered above; the applicant shall obtain 

guidance from the Director of T&ES as to what flow factor(s) shall be used to 

perform adequate sanitary sewer outfall analysis. 

b. The sanitary sewers shall be designed for peak flow using a peaking 

factor of 4 applied to the average flow. 

c. At the discretion of T&ES staff, existing conditions peak flows, based on long-

term monitoring and/or sewer modeling, may be available to the applicant for use 



in determining sanitary sewer capacity. 

d. Short-term temporary flow monitoring or water meter data may not be used in 

lieu of computing existing flows.  Long-term monitoring may be used subject to the 

approval of the Director of T&ES. 

 

3. The following GIS information is available for the applicant to use when computing 

existing and proposed sanitary sewer average and peak flows: 

a. Sanitary sewer layer – this shows the layout of the existing sanitary sewers in 

order to determine the connections to the sanitary sewer.  Portions of the 

sanitary sewer layer have survey information including pipe diameter, pipe 

material, manhole rim elevations, and pipe slope.  If survey information is not 

included in the GIS layer (i.e. survey fields are null), then the applicant, for 

determining adequate outfall, shall be responsible for obtaining field 

measurements and providing this to the City as part of the analysis.   

b. Building layer – this includes whether or not the existing building is residential, 

non-residential or mixed use, along with the number of residential units or non-

residential floor area such that existing sanitary sewer flows may be estimated.  

c. The City makes available its GIS data via a DVD for purchase.  More 

information can be found on the City’s website at: 

http://alexandriava.gov/gis/info/default.aspx?id=7674 

d. Questions related to sewer connectivity, sewershed delineation, building layer 

data, etc. may be directed to T&ES staff.   

 

4. The applicant shall use the criteria established by the Engineers and Surveyors (ESI) 

Institute, as shown on the ESI Checklist, where applicable, including Manning’s 

roughness coefficients and minimum pipe slopes.  All sewers shall be designed to flow by 

gravity such that the hydraulic grade line (HGL) is contained within the crown of the pipe. 



5. The applicant shall provide all the measured data and calculations on the adequate 

sanitary sewer outfall analysis on the plans for review by T&ES staff.  In addition, the 

applicant is required to show the following: 

a. Delineation of the sanitary sewershed that shows the existing sanitary sewers 

and all connections upstream of the proposed development and all 

connections that tie-in downstream of the proposed development to the sewer 

specified by T&ES staff. 

b. Calculation of all existing average and peak flows just upstream of the 

proposed development showing total number of residential units and type 

and total non-residential area (in square feet) and type.  If existing flows 

have been provided by T&ES staff, than just the peak flow is required.  Note 

that estimation of sewer capacity is not required for sewers upstream of the 

proposed development. 

c. Calculation of existing and proposed sanitary sewer average and peak flows 

from the proposed development site. 

d. Calculation of all existing average and peak flows downstream of the 

proposed development.  If existing peak flows are provided by T&ES staff, 

than just the peak flows are required.  Incoming sanitary sewer flows shall be 

computed at each manhole starting at the proposed development and 

continuing downstream as specified above.  Note that estimation of sewer 

capacity is not required on sewers that do not serve or are not impacted by 

the proposed development site. 

e. Summary table showing pipe capacity, pipe diameters, material, Manning’s 

roughness coefficients, slopes, and flows utilized in estimating sewer 

capacity shall be included.   

f. In cases where there is not sufficient capacity, based on Manning’s equation, 

the applicant shall be required to include HGL computations and a profile 



showing the HGL.  Starting tailwater elevations will be provided by T&ES 

staff.   

 

6. If adequate sewer capacity does not exist, based on Manning’s equation and the HGL 

being above the crown of the pipe, then the applicant shall be responsible for providing 

the required upgrades to accommodate the flows to the satisfaction of the Director of 

T&ES.  The applicant may be required to do one of the following: 

a. Construct the required sanitary sewer infrastructure in order to accommodate the 

development project subject to the approval of and to the satisfaction of the 

Director of T&ES.  The required infrastructure shall meet ultimate build-out 

conditions as determined by T&ES staff.  In the cases where the required 

infrastructure will benefit other planned and/or anticipated development, a credit 

towards the sewer connection fee shall be available as per the City’s Code of 

Ordinances Section 5-6-25.1(b). 

b. If the required sanitary sewer infrastructure is being implemented as part of the 

City’s Capital Improvement Program, than the applicant shall be required to pay a 

fee based on the cost of the infrastructure and the applicant’s share of that cost.  

The cost share shall be determined by the Director of T&ES. 

7. Sanitary sewer systems that serve over 400 people require the approval of the Virginia 

Department of Environmental Quality (VDEQ). Therefore, the applicant shall 

comply with all the regulatory requirements of the State of Virginia. 

 

8. No foundation drain, basement drain, or stairwell basement access drain or other 

non-sanitary connection shall be connected to the sanitary sewer system. 

 

 



9. In the areas A and B shown in the attached map, the sanitary sewer plumbing fixtures 

and drains located below the first floor (including parking structures) shall have in-

structure or on-site pumped discharge to the City's gravity collection system.  The 

installation of plumbing fixtures throughout the City shall be governed by location. 

The pumped facilities shall be provided with a standby source of power (i.e. battery or 

generator).  The property owner shall be responsible for the ownership, capital, 

maintenance and operation of the pumps and appurtenances. 

 

If you have any questions, please contact Maurice Daly, Division Chief, Infrastructure and 
Right-of-Way Division, T&ES at (703) 746-4045. 
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VIRGINIA STORMWATER MANAGEMENT PROGRAM 
FEE SCHEDULE  

EFFECTIVE JULY 1, 2014 
 
 
 
The Virginia State Stormwater Management Regulations established fees in 9VAC25-870-800 for the 
administration of local stormwater programs. The City Council adopted the fees listed in this schedule on June 
10, 2014. This fee schedule becomes effective as of July 1, 2014.  
 
Payment of the total fee due is divided into two payments. The first portion of the fee is due when the 
Development Plan is submitted for minimum submission review (MSR) or Final One depending on the type of 
submission. The final portion of the fee is due at bonding, prior to release of the plan for construction. At this 
time, the City of Alexandria will not be collecting the State (VDEQ) portion of the total fee. It is the responsibility 
of the applicant to pay the State portion of the fee due directly to VDEQ.  The City of Alexandria cannot release 
any portion of the final site plan (including Phase I Erosion and Sediment Control) until the State has 
acknowledged receipt of payment, and issued coverage under the state Construction General Permit, when 
applicable.  
 
Please note that a registration statement is not required for detached single-family home construction 
within or outside of a common plan of development or sale, but that the City will still collect the 
scheduled fee as the projects still must adhere to plan review requirements and the requirements of 
the Construction General Permit.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



INITIAL VSMP PERMIT TYPE 

Total Fee to 
be Paid 

Due at MSR 
/ Final One 
Submittal 

Due at 
Bonding 
Prior to 
Permit 

Coverage 

Portion Paid 
to VDEQ 

Single Family Residential Development with 
Disturbed Area equal to or greater than 2,500 
square feet and less than 5 acres  
No Registration Statement or Formal Construction General 
Permit Coverage required. Projects are still required to 
adhere to requirements of the General Permit. Applies to 
Single Family Residential within or outside of a common 
plan of development or sale.  $319 $145 $174 $0 

Development with Disturbed Area equal to or  
greater than 2,500 square feet and less than 1 acre  
No Registration Statement or Formal Construction General 
Permit Coverage Required. Projects are still required to 
adhere to requirements of the General Permit. Applies to 
non-single family residential and commercial projects within 
or outside a common plan of development or sale $319 $145 $174 $0 

Development with Disturbed Area equal to or 
greater than 1 acre and less than 5 acres 
Registration Statement Required. Applies to non-single 
family detached projects within common plans of 
development or sale. $2,970 $1,350 $864 $756 

Development with Disturbed Area equal to or 
greater than 5 acres and less than 10 acres.  
Registration Statement Required. Applies to sites or areas 
within common plans of development or sale. $3,740 $1,700 $1,088 $952 

Development with Disturbed Area equal to or 
greater than 10 acres and less than 50 acres.  
Registration Statement Required. Applies to sites or areas 
within common plans of development or sale. $4,950 $2,250 $1,440 $1,260 

Development with Disturbed Area equal to or 
greater than 50 acres and less than 100 acres.  
Registration Statement Required. Applies to sites or areas 
within common plans of development or sale. $6,710 $3,050 $1,952 $1,708 

Development with Disturbed Area equal to or 
greater than 100 acres   
Registration Statement Required. Applies to sites or areas 
within common plans of development or sale. $10,560 $4,800 $3,072 $2,688 
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Fees for Permit Modifications 
If the state permit modifications result in changes to stormwater management plans that require additional 
review by the City, such reviews shall be subject to the following fees.  In addition to the permit modification 
fee, modifications resulting in an increase in total disturbed acreage shall pay the difference in the initial VSMP 
permit fee paid and the VSMP permit fee that would have applied for the total disturbed acreage in the fee 
structure above for initial permitting.  All fees for modifications are to be paid by the applicant and submitted 
directly to the City. No state permit application fees will be assessed to: 
 

1. State permittees who request minor modifications to state permits as defined in 9VAC25-870-10 or 
other minor amendments at the discretion of the VSMP authority. 

2.  State permittees whose state permits are modified or amended at the request of the VSMP authority or 
department by the board. This does not include errors in the registration statement identified by the 
VSMP authority, department, or board or errors related to the acreage of the site. 

 
State permit modifications at the request of the state permittee resulting in changes to stormwater 
management plans that require additional review by the VSMP authority shall not be exempt pursuant to this 
section and shall be subject to the applicable fees.  

STORMWATER MANAGEMENT FEES – MODIFICATIONS OR TRANSFERS: Total Fee 

Single Family Residential with Disturbed Area equal to or greater than 
2,500 square feet and less than 5 acres)  
Applies to Single Family Residential within or outside a common plan of 
development. 

$22 

Development with Disturbed Area equal to or  greater than 2,500 square 
feet and less than 1 acre  
Applies to non-single family residential projects within common plans of development 
or sale 

$22 

Development with Disturbed Area equal to or greater than 1 acre and 
less than 5 acres  
Applies to non-single family detached projects within common plans of development 
or sale. 

$220  

Development with Disturbed Area equal to or greater than 5 acres and 
less than 10 acres.  
Applies to sites or areas within common plans of development or sale. 

$275  

Development with Disturbed Area equal to or greater than 10 acres and 
less than 50 acres.  
Applies to sites or areas within common plans of development or sale. 

$330  

Development with Disturbed Area equal to or greater than 50 acres and 
less than 100 acres.  
Applies to sites or areas within common plans of development or sale.  

$495  

Development with Disturbed Area equal to or greater than 100 acres   
Registration Statement Required. Applies to sites or areas within common plans of 
development or sale. 

$770  
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Annual Permit Maintenance Fees 
The following annual VSMP permit maintenance fees are required to continue land-disturbing activities, and to 
maintain coverage under the State Construction General Permit, as applicable. These fees apply to each type 
of category identified below, including expired general permits that have been administratively continued. 
These fees shall apply until land-disturbing activities and/or general permit coverage is terminated.  The total 
maintenance fee must be paid by the applicant to the City of Alexandria. Fees are due by April 1 annually for 
land-disturbing activities and  permits that were active within any portion of the associated calendar year.   
 

STORMWATER MANAGEMENT FEES – PERMIT MAINTENANCE: Total Fee 

Single Family Residential with Disturbed Area equal to or greater than 
2,500 square feet and less than 5 acres)  
Applies to Single Family Residential within or outside a common plan of development. 

$55  

Development with Disturbed Area equal to or greater  than 2,500 square 
feet and less than 1 acre  
Applies to non-single family residential projects not within common plans of 
development or sale  

$55  

Development with Disturbed Area equal to or greater  than 1 acre and 
less than 5 acres  
Applies to non-single family detached projects within common plans of development 
or sale. 

$440  

Development with Disturbed Area equal to or greater than 5 acres and 
less than 10 acres.  
Applies to sites or areas within common plans of development or sale. 

$550  

Development with Disturbed Area equal to or greater than 10 acres and 
less than 50 acres.  
Applies to sites or areas within common plans of development or sale.  

$715  

Development with Disturbed Area equal to or greater than 50 acres and 
less than 100 acres.  
Applies to sites or areas within common plans of development or sale.  

$990  

Development with Disturbed Area equal to or greater than 100 acres   
Registration Statement Required. Applies to sites or areas within common plans of 
development or sale. 

$1,540  

 
 
All incomplete payments will be deemed as non-payments, and the applicant shall be notified of any 
incomplete payments.  Interest shall be charged for late payments at the underpayment rate set forth in Code 
of Virginia §58.1-15 and is calculated on a monthly basis at the applicable periodic rate.  A 10% late payment 
fee shall be charged to any delinquent account, defined as over 90 days past due.  The City is entitled to all 
remedies under the Code of Virginia in collecting any past due amount. 
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City of Alexandria, Virginia 
 

 

MEMORANDUM 
 

MEMORANDUM TO INDUSTRY NO. 04-18 

APRIL 23, 2002 

DATE:  APRIL 4, 2018 

 

TO:  DEVELOPERS, ARCHITECTS, SURVEYORS, & ENGINEERS 

 

FROM: HILLARY ORR, DEPUTY DIRECTOR, DEPARTMENT OF TRANSPORTATION 

AND ENVIRONMENTAL SERVICES 

 

SUBJECT: MAINTENANCE OF TRAFFIC PLANS – MAINTAINING ACCESS FOR 

PEDESTRIANS AND BICYCLISTS DURING CONSTRUCTION 

 

 

In December 2017, the City approved the Vision Zero Action Plan which outlines several action items to 

help achieve the City’s goal of eliminating deaths and serious injuries for people using Alexandria’s 

transportation network. One of the action items calls for staff to “Evaluate Maintenance of Traffic 

(MOT) Plan requirements and revise to prioritize safe, accessible, and convenient routes for bicyclists 

and pedestrians.” (Action Item 2B.5 – Page 48). In support of this Plan and action item, the City will be 

requiring MOT plans to better accommodate pedestrians and people using bikes without diversions that 

might encourage them to make an unsafe decision.   

 

Specifically, unless approved by the Director of T&ES (see Exemptions and Applicability section 

below), staff will no longer approve MOT plans that: 

(1) divert pedestrians to sidewalks across from or beyond construction sites; or  

(2) divert people using bikes to alternate routes beyond the site.   

 

Pedestrian Access 

Effectively immediately, protected access within the public right-of-way must be maintained to support 

pedestrian mobility adjacent to construction sites. Applicants must consider and propose options in 

which pedestrians do not have to cross the street to maintain their paths of travel. Applicants are 

encouraged to consider solutions that accommodate accessible routes without impacting existing on-

street parking or travel lanes such as minimizing the construction area or providing covered walkways. 

In cases where sufficient right-of-way width is not available to accommodate both pedestrian travel and 

parking, applicants will be required to apply for the closure of on-street parking.  

 

Applicants will be expected to consider implementation tools such as longitudinal channelizers/jersey 

barriers, temporary flexposts, and other raised traffic control devices to protect these temporary 

pedestrian facilities. Applicants must supply temporary ramps to support accessibility across changes in 

elevation (i.e. pedestrian movements from the curb to the parking lane and back onto the curb). 

Applicants are also responsible for the procurement, implementation, and removal of all necessary 

signage, control devices, and pedestrian elements. All proposals are subject to review and acceptance by 

the Department of Transportation and Environmental Services Development and Right-of-Way 

Division. 
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Bicycle Access 

Effectively immediately, adequate access within the public right-of-way must be maintained for people 

using bikes where existing bicycle facilities (e.g. bike lane, trail) fall adjacent to construction sites. 

Temporary barriers, striping, or other pavement marking may be used to delineate temporary travel 

paths where existing bike lanes are impacted by construction.  The minimum width of a temporary bike 

lane shall be 5 feet.  Temporary off-road bike trails may also be allowed and shall be constructed of 

asphalt or another solid material if approved by the Director of T&ES. If there is not adequate space for 

a temporary bike lane or trail, people using bikes may be diverted into general travel lanes through 

supporting signage and/or temporary striping that communicates the change clearly to both bicyclists 

and drivers.  

 

Applicants are responsible for the procurement, implementation, and removal of all signage and control 

devices.  All proposals are subject to review and acceptance by the Department of Transportation and 

Environmental Services Development and Right-of-Way Division.  

 

Exemption and Applicability  

The requirements of this memo shall not apply in cases which the applicant demonstrates that the 

provisions of accessible pedestrian and bike routes present either: 1) undue hardship, such as the cost or 

scale of improvements is not commensurate with the cost or scale of the project or 2) direct and 

demonstrable safety conflicts, such as an unstable building façade, or the location of a construction 

entrance or crane. Exemption from these requirements may be provided at the discretion of the 

Department of Transportation and Environmental Services Development and Right-of-Way Division.  In 

these cases, both the duration and extent of the closure of pedestrian or bicycle facilities must be 

minimized to the extent possible.  In addition, MOT plans shall be designed to prevent or minimize the 

need for an exemption by locating construction entrances and other construction related facilities or 

activities in locations with the least impact to or conflict with pedestrian and bicycle preferred routes. 

 

These requirements shall not apply to construction activity for which a sidewalk or bicycle facility 

closure is needed for seven (7) calendar days or less. In these cases, applicants are encouraged to 

minimize diversions, but staff will accept MOT plans that include appropriate signage related to 

sidewalk or bicycle facility closures.   

 

MOT plans will continue to be reviewed by the T&ES Development and Right-of-Way Division staff as 

part of the normal right of way permitting process.  Applicants are encouraged to meet with staff prior to 

submitting a plan to discuss specific circumstances about the project and site.  To minimize closures, an 

MOT plan shall include phases of implementation to accommodate needs at different stages of 

construction.     

 

Next Steps 

Within one year, staff will review this policy internally to identify how effective it has been in 

accomplishing the Vision Zero goal of maintaining and improving convenient pedestrian and bicycle 

access around construction sites.  Staff will also discuss if this has caused any difficulties or delays with 

the permitting process.  If needed, additional clarification and guidance will be developed to address 

these issues.   

 

As part of the Fiscal Year 2020 budget development, staff will also review the permit fees for sidewalk 

and parking closures and recommend changes to these fees to incentivize maintaining open or accessible 
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sidewalks during construction.  Details about potential changes to permit fees will be presented to the 

development community as part of this review.   

 

Additional Guidance 

Attachment 1 provides updated and new construction notes and standards conditions that will be 

required to be included in future development plans, site plans, grading plans, park (PRK) plans, or 

similar plans as well as construction management plans and MOT plans.   

 

Attachment 2 provides examples of potentially acceptable accommodations to maintain pedestrian and 

bicycle access under different construction situations.  These examples have been modified from the 

Virginia Department of Transportation’s Virginia Department of Transportation Work Zone Pedestrian 

and Bicycle Guidance (2016).   The full document may be accessed on VDOT’s website at 

http://www.virginiadot.org/business/resources/wztc/2016_WZ_Ped_BikeGuide.pdf. 

 

Attachment 3 provides the lane width information from the Complete Streets Guidelines to assist in 

determining appropriate widths for temporary travel and parking lanes.  The complete document can be 

found at: https://www.alexandriava.gov/CompleteStreets.   

 

Applicants can also refer to ADA Guidelines for more details related to accessibility requirements. 

 

 

 

ATTACHMENT:  
1) Updated Construction Notes and Standard Conditions 

2) Options to Maintain Pedestrian and Bicycle Access during Construction 

3) Complete Streets Guidelines – Minimum and Preferred Lane Widths 
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ATTACHMENT 1: Updated Construction Notes and Standard Conditions.  

 

Standard Construction Management Plan Notes (to be included on all Construction Management 

Plans and Maintenance of Traffic (MOT) Plans as applicable) 

 

Per Memo to Industry #04-18, pedestrian access shall be maintained at all times and outside the 

work area for the duration of the project.  If sidewalks are impacted, minimum access shall be 

maintained or protected pedestrian access must be provided. Pedestrians shall not be diverted 

across the street without the approval from the Director of Transportation and Environmental 

Services or his designee. Sidewalk closures are subject to separate approval from Transportation 

and Environmental Services (T&ES) at the time of permit application. 

 

Per Memo to Industry #04-18, bicycle access shall be maintained at all times and outside the 

work area for the duration of the project. If bicycle facilities are impacted, access shall be 

maintained by shifting existing travel lanes to accommodate a temporary bike lane or through the 

creation of an off-street diversion directly adjacent to the travel path. If there is not adequate 

space for a temporary bike lane or trail, people using bikes may be diverted into general travel 

lanes through supporting signage and/or temporary striping that communicates the change 

clearly to both bicyclists and drivers.  People using bikes shall not be diverted onto alternate 

routes without the approval from the Director of Transportation and Environmental Services or 

his designee.  

 

Development Standard Conditions (in “Construction Management” section) 

 

Revised Condition: 

Any Bicycle facilities adjacent to the site shall remain open during construction.  If a bicycle 

facility cannot be maintained on the street adjacent to the site must be closed, a detour for bicyclists 

shall be established and maintained bicycle access shall be maintained adjacent to the site per 

Memo to Industry #04-18, or to the satisfaction of the Director of T&ES throughout the 

construction of the project.  The plan for maintenance of bicycle access shall be included in the 

Construction Management Plan for approval by T&ES. (T&ES) [Include for projects adjacent to 

existing bike lanes or trails] 

 

New Condition: 

Sidewalks adjacent to the site shall remain open during construction. If sidewalks must be closed, 

pedestrian access shall be maintained adjacent to the site per Memo to Industry #04-18, or to the 

satisfaction of the Director of T&ES throughout the construction of the project. The plan for 

maintenance of pedestrian access shall be included in the Construction Management Plan for 

approval by T&ES. (T&ES) 

 

City Department Code Comments (in Transportation and Environmental Services section) 

 

Revised Findings: 

A Maintenance of Traffic Plan shall be provided within the Construction Management Plan and 

shall replicate the existing vehicular and pedestrian routes as nearly as practical. and the Pedestrian 

and bike access shall be maintained adjacent to the site per Memo to Industry #04-18 or to the 

satisfaction of the Director of T&ES. pathway shall not be severed or moved for non-construction 
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activities such as parking for vehicles or the storage of materials or equipment. Proposed traffic 

control plans shall provide continual, safe and accessible pedestrian pathways for the duration of 

the project.  These sheets are to be provided as “Information Only.” (T&ES) 

 

The following notes shall be included on all Maintenance of Traffic Plan Sheets: (T&ES) 

a. The prepared drawings shall include a statement “FOR INFORMATION ONLY” on all 

MOT Sheets.   

b. Sidewalk closures will not be permitted for the duration of the project. Temporary sidewalk 

closures are subject to separate approval from Transportation and Environmental Services 

(T&ES) at the time of permit application. Sidewalk closures are subject to separate 

approval from Transportation and Environmental Services (T&ES) at the time of permit 

application. Pedestrian access must be maintained for the duration of the project. Per Memo 

to Industry #04-18, pedestrians shall not be diverted across the street without the approval 

from the Director of Transportation and Environmental Services or his designee. 

c. Contractor shall apply for all necessary permits for uses of the City Right of Way and shall 

submit MOT Plans with the T&ES Application for final approval at that time. * 
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ATTACHMENT 2: Options to Maintain Pedestrian and Bicycle Access during Construction 

(images from or modified from Virginia Department of Transportation Work Zone Pedestrian and 

Bicycle Guidance) 

 

Example 1 – Closure at Sidewalk: Pedestrians Access Maintained in Parking Lane 
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Example 2 – Closure at Sidewalk near Intersection – Pedestrian Access Maintained in Parking 

Lane 
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Example 3 – Midblock Sidewalk Closure with Bike Lane – Closure of Parking Lane and 

Restriping of Travel Lane 
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Example 4 – Closure with Bike Lane – Bicycle Lane/Travel Lane Shift 
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Example 5 – Closure with Bike Lane – Temporary Off-Road Diversion 
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Example 6 – Closure with Bike Lane – Bicycles Diverted into Travel Lane with Signage 
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ATTACHMENT 3: Complete Streets Guidelines – Lane Widths 
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